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INTRODUCTION

THANK Y OU for selecting a Production Dynamics FULL BORE® Chuck as your new work
holding device. Y our chuck has been designed and manufactured to provide you with the finest
self-contained, mechanical grip collet chuck available today. Properly installed, maintained and
operated, your chuck will pay for itself quickly and provide you with years of reliable service.

Before attempting to install or operate your FULL BORE® Chuck, please read thismanual. In
order to derive the maximum benefit from your chuck and insure that it is properly installed and
operated, all supervisors, operators, and maintenance personnel should be trained by experienced
individuals familiar with the chuck’ s operating characteristics and required safety precautions.

In the event that you have a question with your new FULL BORE® Chuck, call our toll free
customer assistance hot line at 800-445-1196 to speak to a service technician.

SAFETY MEASURES TO BE OBSERVED

A SAFETY ALERT SYMBOL

Thisisthe industry “ Safety Alert Symbol.” This symbol is used to call your attention to items or
operations that could be dangerous to you or other persons using this equipment. Please read
these messages and follow these instructions carefully.

It is essential that you read the instructions and safety regulations before you attempt to assemble
or use this unit.

MEANING OF SIGNAL WORDS

A safety related message isidentified by a safety alert symbol and asignal word to indicate the
level of risk involved with a particular hazard. Per ANSI standard Z2535.41998 the definitions of
the three signal words are as follows:

DANGER indicates an imminently hazardous situation
ADANGER which, if not avoided, will result in death or serious injury.

WARNING indicates a potentially hazardous situation which,
AWARNING if not avoided, will result in death or serious injury.

CAUTION indicates a potentially hazardous situation which,
ACAUTION if not avoided, may result in minor or moderate injury.

Before installing or operating your FULL BORE® Chuck, please read this manual carefully.
Should ANY questions devel op that affect the operation of the chuck, please call Production
Dynamics at 800-445-1196 to speak to a service technician.

ADANGER DO NOT WEAR GLOVES, TIES, JEWELRY, WATCHES,
LOOSE OR ILL FITTING CLOTHING. ALSO LONG HAIR
SHOULD BE KEPT OUT OF THE WAY TO PREVENT
PERSONAL INJURY AND MACHINE DAMAGE.
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TO AVOID PERSONAL INJURY OR MACHINE DAMAGE,
NEVER OPERATE THE MACHINE, TOOL, AND CHUCK
WHILE UNDER THE INFLUENCE OF ALCOHOL, DRUGS,
CONTROLLED SUBSTANCES, OR PRESCRIPTION
MEDICINE.

ALWAYS WEAR SAFETY GLASSES.

KEEP HANDS OUT OF THE GRIPPING AREA OF THE CHUCK
WHEN GRIPPING A WORKPIECE TO PREVENT PERSONAL
INJURY.

DO NOT TOUCH THE CHUCK WHILE THE SPINDLE IS
ROTATING TO PREVENT PERSONAL INJURY.

DO NOT MAKE ANY ALTERATIONS, ADD ANY FIXTURES OR
CARRY OUT ANY MODIFICATIONS TO THE CHUCK
WITHOUT PRIOR AGREEMENT FROM THE MANUFACTURER
TO PREVENT MACHINE DAMAGE AND PERSONAL INJURY.

ONLY USE SPARE PARTS WHICH MEET THE
REQUIREMENTS OF THE MANUFACTURER TO PREVENT
MACHINE DAMAGE AND PERSONAL INJURY.

TO PREVENT PERSONAL INJURY AND MACHINE DAMAGE
TURN OFF POWER BEFORE CHANGING, INSPECTING,
LUBRICATING, OR SETTING THE CHUCK.

NEVER START MACHINE WITH THE MACHINE DOORS OPEN
TO PREVENT PERSONAL INJURY AND MACHINE DAMAGE.

PROPERLY TORQUE THE BOLTS FOR MOUNTING THE
CHUCK TO THE SPINDLE. OVER-TORQUE OF THE BOLTS
MAY CAUSE CRACKS AND UNDER-TORQUE MAY ALLOW
THE BOLTS TO BE LOOSE. NOT COMPLYING WITH THE
TORQUE SPECIFICATIONS MAY CAUSE MACHINE DAMAGE
AND PERSONAL INJURY.

IF THE WORKPIECE LENGTH IS MORE THAN THREE (3)
TIMES ITS DIAMETER, THEN THE USE OF A TAILSTOCK
CENTER OR A STEADY REST IS REQUIRED TO PREVENT
THE WORKPIECE FROM COMING OUT OF THE PADS
CAUSING PERSONAL INJURY AND MACHINE DAMAGE.






